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(d) The determinations required by 
paragraphs (a), (b), and (c) of this sec-
tion may, at the opinion of the li-
censee, be made by a qualified engi-
neering measurement service, in which 
case the required record entries shall 
show the name and address of the engi-
neering measurement service as well as 
the name of the person making the 
measurements. 

(e) In the case of mobile transmit-
ters, the determinations required by 
paragraphs (a) and (c) of this section 
may be made at a test or service bench: 
Provided, That the measurements are 
made under load conditions equivalent 
to actual operating conditions; and 
provided further, that after installa-
tion in the mobile unit the transmitter 
is given a routine check to determine 
that it is capable of being received 
satisfactorly by an appropriate re-
ceiver. 

§ 90.217 Exemption from technical 
standards. 

Except as noted herein, transmitters 
used at stations licensed below 800 MHz 
on any frequency listed in subparts B 
and C of this part or licensed on a busi-
ness category channel above 800 MHz 
which have an output power not ex-
ceeding 120 milliwatts are exempt from 
the technical requirements set out in 
this subpart, but must instead comply 
with the following: 

(a) For equipment designed to oper-
ate with a 25 kHz channel bandwidth, 
the sum of the bandwidth occupied by 
the emitted signal plus the bandwidth 
required for frequency stability shall 
be adjusted so that any emission ap-
pearing on a frequency 40 kHz or more 
removed from the assigned frequency is 
attenuated at least 30 dB below the 
unmodulated carrier. 

(b) For equipment designed to oper-
ate with a 12.5 kHz channel bandwidth, 
the sum of the bandwidth occupied by 
the emitted signal plus the bandwidth 
required for frequency stability shall 
be adjusted so that any emission ap-
pearing on a frequency 25 kHz or more 
removed from the assigned frequency is 
attenuated at least 30 dB below the 
unmodulated carrier. 

(c) For equipment designed to oper-
ate with a 6.25 kHz channel bandwidth, 
the sum of the bandwidth occupied by 

the emitted signal plus the bandwidth 
required for frequency stability shall 
be adjusted so that any emission ap-
pearing on a frequency 12.5 kHz or 
more removed from the assigned fre-
quency is attenuated at least 30 dB 
below the unmodulated carrier. 

(d) Transmitters may be operated in 
the continuous carrier transmit mode. 

(e) Transmitters used for wireless 
microphone operations and operating 
on frequencies allocated for Federal 
use must comply with the require-
ments of § 90.265(b). 

[60 FR 37267, July 19, 1995, as amended at 62 
FR 2041, Jan. 15, 1997; 62 FR 18927, Apr. 17, 
1997; 70 FR 21661, Apr. 27, 2005] 

§ 90.219 Use of signal boosters. 

Licensees authorized to operate radio 
systems in the frequency bands above 
150 MHz may employ signal boosters at 
fixed locations in accordance with the 
following criteria: 

(a) The amplified signal is retrans-
mitted only on the exact frequency(ies) 
of the originating base, fixed, mobile, 
or portable station(s). The booster will 
fill in only weak signal areas and can-
not extend the system’s normal signal 
coverage area. 

(b) Class A narrowband signal boost-
ers must be equipped with automatic 
gain control circuitry which will limit 
the total effective radiated power 
(ERP) of the unit to a maximum of 5 
watts under all conditions. Class B 
broadband signal boosters are limited 
to 5 watts ERP for each authorized fre-
quency that the booster is designed to 
amplify. 

(c) Class A narrowband boosters must 
meet the out-of-band emission limits of 
§ 90.209 for each narrowband channel 
that the booster is designed to amplify. 
Class B broadband signal boosters must 
meet the emission limits of § 90.209 for 
frequencies outside of the booster’s de-
sign passband. 

(d) Class B broadband signal boosters 
are permitted to be used only in con-
fined or indoor areas such as buildings, 
tunnels, underground areas, etc., or in 
remote areas, i.e., areas where there is 
little or no risk of interference to other 
users. 
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